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Congratulations on your new purchase, and welcome to the Mission family of satisfied customers. 
We trust that you will continue to enjoy the value and quality of your Mission 70ASE Powered 
Subwoofer. In order to make sure that you are experiencing the best performance out of your unit, 
please take a few moments to read this manual before you get started. Also, be sure to retain this 
manual should you need to refer to it in the future. 
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70ASE Overview 



The Mission 70ASE represents the state of the art in self-powered subwoofer systems. The highly 
efficient ported enclosure houses a rugged eight inch, reinforced driver, plus a powerful one hundred 
watt amplifier, all teamed up with an integral crossover network. This precision matched combination 
ensures that the 70ASE will deliver the best sound possible, under even the most demanding 
conditions The advanced, front-firing design disperses the sound evenly throughout the listening 
area. Crossover frequency, as well as input level, are both variable over a wide range, allowing the 
70ASE to complement a variety of applications. Line level and high level inputs and high level 
outputs are provided for fast and easy connection to virtually any system. 

A Few Words About Subwoofers 

Subwoofers are designed to introduce extended bass response to your system, beyond what 
traditional speakers alone can offer. The subwoofer is used in conjunction with, not in place of. your 
existing speakers, It is not necessary to have a pair of subwoofers. The low frequency sounds 
created by your subwoofer will radiate equally into your listening area. A single subwoofer can 
dramatically enhance a simple TV. a stereo system, or a full-fledged Home Theater system. 

The advent of digital recording has increased the amount of low bass information that can be 
accurately recorded A subwoofer can reproduce this low bass information 
On the Home Theatre front, many videotapes and movies are recorded featuring low frequency 
information well below the ' musical'' range of traditional loudspeakers. However, this information can 
be vital to the impact, ambience, and believability of a scene, Again, a subwoofer can faithfully 
restore those elements to your Home Theater listening experience. 

Some System Guidelines 

In setting up your subwoofer, keep in mind a few rules to assure yourself of the best 
performance. 

■ Placement of the subwoofer is not crucial. 

• Locating the subwoofer near a wall or in a corner will increase the bass response of the speaker 

• The sound waves coming from the 70ASE are long, and need room to propagate. A subwoofer 
placed too close to the listener will not sound as full as one placed a few feet further away. 

• The level of the 70ASE is best set while listening to all speakers, By itself, the sound level of the 
70ASEis difficult to adjust. 

The cabinet of the 70ASE is designed to blend m with most decors. It can also be easily hidden 
under an end table or coffee table, behind a sofa, near the corner, etc.., If you decide to place 
anything directly on the 70ASE, use great caution as the speaker cabinet will vibrate and 
items placed on top may shake loose or fall. 

This subwoofer comes supplied with an accessory pack that includes spiked feet, rubber bumpers 
and a "V adapter. 

> The spiked feet are used with the threaded inserts in the bottom of the subwoofer. Usually these 
spikes are used with carpeted floors to allow the subwoofer to sit firmly on the floor. NOTE: Use of 
these spikes can damage your flooring NEVER drag or push the subwoofer with spikes attached 

• The rubber bumpers are used in applications where the subwoofer will be sitting on hardwood or 
solid flooring. The rubber bumpers inhibit the subwoofer from "walking" around. 

• See page 4 and page 6 for more information on the "Y" adapter 
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Using the Controls 

Power: 

The POWER LED has two functions: "Green" indicates that signal is present, while "Red" 
indicates no signal is present. The Power LED is always on. indicating the unit is plugged into the 
outlet. 



NEVER ATTEMPT TO MAKE CONNECTIONS TO THE SI UWOOEEK WHEN THE POWER 
LED' IS ON (GREEN OR RED). UNPLUG THE POWER CORD BEFORE CHANGING 
CONNECTIONS !*!!!! 



Volume: 

The 70ASE will be playing along with the other speakers in your system The volume control 
will allow you to balance the volume of the 70ASE to blend in with your system Once this control is 
set. it should not require further adjustment. The volume of the signal coming into 70ASE will 
determine the listening volume. Start with the volume control all the way down. Then, with the other 
speakers playing, slowly increase the level of the 70ASE to the desired level. The sound where you 
normally listen to your system may be different than the sound at the 70ASE while you are making 
this adjustment It might take a few rounds of stepping back and listening to get the level set 
correctly- 

Crossover Frequency: 

The crossover control acts as an audio prism, separating sounds of different frequencies from 
each other. The crossover frequency control is used to adjust at what point the crossover will 
separate the low frequencies being used by the subwoofer from the high frequencies on the rest of 
the system The normal range for this control will be in the mid position. Raising the crossover 
frequency will increase the range of sounds the 70ASE will reproduce. Lowering the crossover 
frequency will limit the range of frequencies reproduced by the 70ASE In any position of this control, 
the lowest frequencies will NOT be reduced. 
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High Level Connections 

Here the signal is already amplified as it leaves the receiver/amplifier. The speaker terminals of this 
unit are connected to the high level inputs of the 70ASE subwoofer. The Left and Right speakers 
receive the original amplified signal, less the very deepest bass information, from the 70ASE "High 
Level Out" outputs. 
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Dedicated Subwoofer Connections 

Many surround sound decoders. Home Theater processors and Audio/Video receivers are equipped 
with a dedicated subwoofer line output. In this case, the signal is already processed and does not 
need to return to the system or other speakers. Connect this line output to the line inputs of the 
70ASE subwoofer. The enclosed "Y" connector should be used to feed this single output to both the 
Left and the Right line inputs for best results. 



Receiver 

Subwoofer 
Output 
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Use "Y" connector for best results 
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Television Enhancement 

Many newer television sets are equipped with "variable"' audio outputs; the signal available at these 
outputs changes in volume according to how the television volume is set. In this situation, these 
variable audio outputs can be connected directly to the 70ASE subwoofer line inputs to enhance the 
bass response of the television's built-in speakers. In the event the television only has a single 
variable out jack, use the provided the "Y" adapter as shown on the previous page. 



Television 



Variable 
Output 



Right 



Left 
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70 ASE Specifications 





1fin Warta 

I \J\J V V a no 


Freauencv Response 


36 Hz to 180 Hz 


Siqnal to Noise Ratio 


>90dB 


Driver 


8" 


Subwoofer Crossover Freauencv 


50Hzto150 Hz 


Functions 


Volume control 




Crossover Freauencv 


Inputs 


Hiah Level (Speaker) In 




Line (RCA) In 


Outputs 


Hiqh Level (Speaker) Out 


Dimensions: 


12.75" x 12" X13.5" LxWxD 




324 x 305 x 343 mm 


Weiant: 


25 lbs. 11.4Ka 


All specifications subject to change without notice. 
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